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WALL FANS
ARTIC PM GR / PRC GR Series

ARTIC-405 PM GR

ARTIC-405 PRC GR
Figure 1
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ARTIC-405 PM GR 230 50 0,22 3.300 2,65 62 10 to 180 min. 3 • • • 1.500 Grey 5 400 560 37

ARTIC-405 PRC GR 230 50 0,22 3.300 2,65 62 1 a 8h 3 • • • • 1.500 Grey 5 400 560 37

* The indicated airflow include induced airflow. 
** See section of Wiring Diagrams.
**according to IEC 60879 regulation.

TECHNICAL CHARACTERISTICS

Wall fans with 3 speed controller, timer 
and detachable proof guard.

Characteristics
• The ARTIC-405 PM GR model is 

equipped with two pullcords that 
facilitate speed control and fan swing.

• The ARTIC-405 PRC GR model includes 
remote control and BREEZE and NIGHT 
functions. 

Breeze Function
The fan alternates different speeds 
simulating a natural breeze. Figure 1 
shows the operating cycle for the various 
speeds that can be selected.

Night Function
The fan alternates between the various 
Breeze functions, as explained below:

When the NIGHT function  
is selected

The fan goes through the  
following cycle:

Slow Speed BREEZE Slow Speed (Permanent)

Medium Speed BREEZE
 

Medium Speed (30 min.) 
Slow Speed (Permanent)

High Speed BREEZE High Speed (30 min.) 
Medium Speed (30 min.)
Slow Speed (Permanent)

Artic 405 PM GR: 
speed controller and 
timer.

Artic-405 PRC GR:
remote distance.


