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TOWER FANS
ARTIC TOWER Series

Model Voltage
50Hz

(V)

Nominal
power

(W)

Maximum 
airflow* 
(m3/h)

Maximum
air output

speed
(m/s)

Maximum
sound power

level
(dB(A))

Nº
speeds

Adjustable 
timer

Fan position Remote 
control

Motor with 
thermal 

protection

Colour Weight
(kg)

Cable
length
(mm)

Dimensions
LxWxH
(mm)

Wiring 
diagram** 

(nº)Fixed   Oscillating

ARTIC TOWER M 230 40 790 2,1 49 3 – • 80º – • White 3 1.500 280x280x900 37

ARTIC TOWER E 230 40 790 2,1 49 3 1 to 8 h. • 80º • • Metallic 3 1.500 280x280x900 37

* The indicated airflow include induced airflow.  
** See section of Wiring Diagrams.
***According to IEC 60879 regulation.

TECHNICAL CHARACTERISTICS

The streamline design of the ARTIC Tower 
Series fan makes them ideal for placing 
in locations with little available space.

Characteristics
• 3 Speed Controller and swivel body.
• Air freshener deposit to use with 

aromatic products (not included).
• Air filter net.

The ARTIC TOWER E, in addition, includes 
timer, remote control and energy 
saving system: the unit disconnects 
automatically when working for more 
than 8 hours.
The timer has 2 functions:
• TIMER ON- Programms the time for 

switching on the fan.
• TIMER OFF- Programms the time for 

disconnecting the fan.

ARTIC TOWER-E
ARTIC TOWER E Remote 
control, pilot lights.

ARTIC TOWER-M 
Remote control.

ARTIC TOWER M ARTIC TOWER E

ARTIC TOWER-E
Carrying handle. 
Support for Remote 
control.

Air freshener deposit.


